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SG - 16 / 20 series low - speed granulators
are suitable for by - the - press recycling of
sprues they feature easy operation,
excellent performance, low noise and dust
level. They are in “ Euro " style design and
compact insize. High quality blades ensure
long - life span. The high security grade

also conforms with CE safety standard.

Features:

© SG - 16 series low speed granulators with soundproof
material made feed hopper brings a quieter operation
environment SG - 20 series granulators with either
staggered blades or paddle blades design can be
supplied on customer requirements.

© Low granulating speed and sharp angle design of rotating
blades are helpful for smooth and continuous operation.

© Best shear angle ensures the efficiency of material
granulating.

© Optimal design can effectively reduce vibration during
operation of granulator.

© Low speed granulating ensures well - proportioned
granules Alow dust level and low noise level.

© Low speed and sound-proof material hopper brings a
quieter operation environment.

© For granulating glass-filled material, increase fibre-added
granulator model for choose. Adopt surface-hardening
treatment on the material contacting components. SG -
20C fibre - added model have V - 4E and ASP - 23 blade
material for choose.

© Easy access for easy maintenance and cleaning.
© Small in size with castors for easy moving.

© High safety grade design to comply with euro safety
standard.

© Feed hopper with built-in magnet will catch metal
impurities in the materials.

o Upon request, it can be built to comply with worldwide
electrical safety standards ( For example : CE, UL, CSA,
JIS etc. ).
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Option 1
30-Sec Instant Recycling
System ( patented product )

30 Secs instant recycling system
utilizes high pressure air to easily
convey the regrind material withinin
storage box to “ new and regrind
material proportion governor ” to get
mixed and recycled, so to keep it from
quality and color changing by oxidation
or damping. Applicable to SG - 16 / 20
series.

Typel VR Type 30-Sec Instant Recycling
System  ggading by High Pressure Air
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Option 2
Regrind Conveying via
Blower &\Gyclol (BC Type)

This device utilizes loading
blower to convey regrind into
the cyclone dust collector to
separate the regrind from the
air and then the regrind will fall
into storage hopper or cloth
bag. Applicable to SG - 16 / 20

series
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New and Regrind
Material Proportion
Governor
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BR Type
Type 2 OBR Type 30-Sec Instant Recycling
System Loading by Blower
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Option 3
Dust Separators ( DS Type )

Dust Separator ( DS type ) can
separate the dust within the regrind
for immediate recycle use.

The dust will be kept in filter bag,
thus working environment will be
maintained clean.The filtered dust
size can be adjusted via adjusting
valve. This device ensures full use
of regrind to avoid material wasting
and enhance the economy returns.
Applicable to SG - 16 / 20 series
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Option 4
Full-receiver Alarm Devices

Alarm
Indicator

s

Full - receiver alarm device enables the
machine to run without any man standby
and save the material by avoiding regrind
overflow due to no inspection. whenever
the regrind reach the level motor Level Motor
position, the machine will be forced to =
stop and via its sensor to cut off circuit,
thus stop the granulator and remind the
user by alarm the buzzer. Applicable to
SG - 16 / 20 series.

Level motor

Option 5 Option 6
Straight Hoppers Proportional Valves

SHINI newly developed propor-
tional valves mix regrind and new
materials in a proper proportion,
and then send them back to the
IMM. It features easy installation
and excellent accuracy. For details,
please refer to the brochure of
SPV - U. Applicable to SG16 / 20
series.

Straight hopper has been
designed to meet the demand
of grinding pipes and runners.
Applicable to SG - 20 blades
series.

Option 7 Option 8 Option 9
Special Screens Manual Collection Double-layer
Bins Screens

Special screen mesh sizes
LQFOXGHV N N
N N N PP
which applicable to SG-16
series xand N N N

N PP ZKLFK Manual collection bin helps to Double - layer screen is
applicable to SG - 20 collect and store regrind. designed for customers with
series. All can be selected Applicable to SG -16 / 20 long and thin materials.

as per customer’s series. Applicable to SG - 16 / 20

requirement. series.
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Specifications

Model SG-1621 () SG-1628 (5) SG-1635 ()
Voot Power (W, 501502 1sen Gl Etw | ahw rapm auie ok
Rotating Speed (r.p.m, 50/60Hz) 190 (195) éggﬁgg) égggig) 290/ 348 290/ 348 290/ 348 290 / 348
Material of Blades SKD11 SKD11 SKD11 SKD11 SKD11 SKD11 SKD11
Type of Blades — Tenttrerg$ Centtrergd Centtrerg$  Jnqgqgyr  Centtrerg$  Jnqqyr
Number of Fixed Blades 2X1 2x1 2x2 2 2 2 2
Number of Rotating Blades 3X3 3x4 3x5 3x4 3 3x6 3
Cutting Chamber (mm) 160 X 210 160 x 280 160 x 350 200 x 280 200 x 280 200 x 420 200 x 420
Max. Throughput Capacity (kg/hr, 50/60Hz) 35 (40) (igﬁgg) (gggg) 75190 80/95 135/ 150 140/ 180
Noise Level dB(A) 85~90 85 ~ 90 85 ~ 90 85~ 90 85~ 90 85 ~ 90 85 ~ 90
Dia. of Screen Mesh (mm) V/(N) V/(N) V/(N) V/(N) V/(N) V(N) V(N)
30-sec. Instant Recycler o o) (o) () () o) o)
Regrind Conveyor (BC Type) o (@) (@) (@) (@) o o
Dust Separator (with Instant Recycling) o (o) (o) (o) o) o) o)
Level Detector ®) o (o) () (e} o o
Straight Feed Hopper o o) o) o) () () ()
Proportional Valve (o] [e) o) [e) [e) [e) [e)
Special Screens o o) (o) (o) () () (o)
Manual Storage Bin o 0 (o) () () () ()
Double-layer Screen o o o (0] o (@) (0]
Dimensions

H (mm) 1300 1300 1300 1300 1300 1300 1300
W (mm) 475 500 620 500 500 600 600
W1 (mm) 330 400 470 420 420 560 560

D (mm) 600 600 600 700 700 700 700
D1 (mm) 380 380 380 420 420 420 420
Weight (kg) 189 (198) 210 (180) 233 (256) 226(256)  225(264)  332(347) 270 (345)

We reserve the right to change specifications
without prior notice.

Note: 1) " « $' standard, " ~$' Stands for options.
2) " H " refers to higher motor power. "
3) For granulating fiber - added material, plus " F " at model behind.

S " refers to smaller motor power. " C " refers to staggered blades.

W1 D1
4) For stainless steel made feed port and manual storage bin, plus " R " at model behind. Y S
5) "X Q>>$vE$z nerevny$p | qr${,z ore$|sSWn}n{re€rswWV $€en{qgn-q;
$$$$@BMBR. capacity of the machine is subject to diameter of screen hole and composition of the material.
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7) Noise level will vary with different materials and motor types.
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SHINI PLASTICS TECHNOLOGIES, INC.

Corporate Strategic Center
Overseas Business Department:
Dalang, Dongguan, Guangdong, China
Tel (0769) 8111 6600

Fax (0769) 8111 6611

Email: shini@shini.com

www.shini.com
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