
SAL-U Series

Self-contained Hopper Loaders

Features

SAL - 1.5U ~ SAL - 12U ( -E ) adopts carbon brush with fast rotating speed and 
large air quantity while maintain compact appearance, easy for 
transportation and installation.

Detachable and user - friendly control panel.

Motor start protector, carbon brush fault and running time indicator.

Wire connection point for SPV - U.

Round mounting flange makes itself suitable for various moulding machine feed 
port.

New additional pressure switch will realize the mesh blockade alarm function.

SAL - U has a reed switch, while SAL- U - E adopts photosensor switch with 
high sensitivity and stable quality.

All models equipped with hopper lid that are connected by hinge for easy mesh 
cleaning.
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all “ Euro ” hopper dryers except SHD - 20U and all “ Econo ” hopper dryers 
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All SAL - U series machine has standard cloth mesh filter and auto - spraying 
dust cleaner. For SAL - 6U and above models, it is available to select air 
accumulator to enhance the purging and reduce manually clean time. In order 
to maintain good function, SAL - U - 3 series also has standard cloth mesh filter 
and motor reverse cleaning function without optionally select air accumulator 
and reverese cleaning kit.

Optionally provide multi - functional installation frame HMB - 900 with 900 mm 
largest dia.adjusting range for selection.

Provide both standard and optional heat - insulative Euro collective hopper SCH 
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magnetic proximity switch type hopper loader is used for material loading.

Upon request, it can be built to comply with worldwide electrical safety 
standards ( For example : CE, UL, CSA, JIS etc. ).

SAL - U series self - contained hopper loaders are Euro

design with stainless steel hopper to avoid material contami-

nation. In addition, it has an attractive appearance�Ãa sound 

- proof motor cover to reduce noise level and a top handle to 

enable convenient movement.  Also the remote operation 

has been realized by using a detachable control panel.

SAL-6U-A

Air Accumulator

SAL-6U-3
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We reserve the right to change specifications
without prior notice.

Specifications

Outline Drawings
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SAL-U Series

Note: 1) For additional glass tube hopper with��photosensor switch and non-return valve, plus  “ E ” at model behind.
          2) For additional air accumulator, plus  “ A ” at model behind. ( such as : SAL - 6U - A … ).
          3) For hopper inside polished ones, plus  “ P ” at model behind.
          4) Test condition of conveying capacity�� Plastic material of bulk density 0.65�� dia. 3 ~ 5 mm, vertical 
              conveying height: 4 m�� horizontal conveying distance: 1 m.
          5) Compressed air supply: 4~6 kgf/cm2.
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SHINI PLASTICS TECHNOLOGIES, INC.

Corporate Strategic Center

Overseas Business Department:

Dalang, Dongguan, Guangdong, China

Tel�� ��������������������������������

Fax�� ��������������������������������

Email: shini@shini.com

www.shini.com


